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Showroom: 

123 Bluestone Circuit,  

Seventeen Mile Rocks, Qld 4073 

Postal: P.O. Box 3205 Darra, Qld 4076 

Tel: (07) 3279 3344 

Email: leads@completemachinetools.com.au 

Web: www.completemachinetools.com.au 

ABN:   64 081 016 668 

ACN 08 086 912 
 

 

NEW PUMA SERVO TAPPING ARM 

MODEL:                                       CSJ1300-30 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Please be aware that all pictures used in this info sheet are examples for your own convenience and effective configurations may 

vary. 
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FEATURES 

1. Servo motor and LCD screen  
2. Tapping capacity: metric thread M5-M30  
3. Accuracy of the thread: 6H  
4. Power of servo motor: 1KW  
5. Speed of spindle: 0-200  
6. Torque-100N.M, Max can reach 300N.M  
7. Voltage: 240V/1PH/50HZ  
8. Weight: 140KG  
9. Working table size: 500X800X600MM  
10. Max height of the working piece: 680mm  
11. Working radius: 1250MM  
12. Standard accessories: 5pcs chucks, size is 6 8 10 12 20 


