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Showroom:         123 Bluestone Circuit 

             Seventeen Mile Rocks, Qld 4073 

Postal:                 P.O. Box 3205 Darra, Qld 4076 

Tel: 07 3279 3344                    Fax:  07 3279 3364 

Email:       sales@completemachinetools.com.au 

Website:      www.completemachinetools.com.au 

ABN:  64 081 016 668               ACN:  08 086 912

 
New Puma Lathe 

L510 x 1500mm & L560 x 2000mm 

 
Please be aware that all pictures used in this quote are examples for your own convenience, effective configurations may vary 

 

FEATURES: 

2 Axis Sino DRO 

3 Jaw chuck 320mm (Direct mount camlock, no backplate) 

4 Jaw chuck 400mm (Direct mount camlock, no backplate) 

Quick Change Tool Post (Italian style with 6 tool holders) 

Chuck guard, ball screw protection cover, tool post cover 

Steady rest (19-165mm) 

Follow rest (16-95mm) 

Thread chasing dial 

Oil gun 

Foot brake 

Splash Guard 

Centre & Live sleeve 

Wrenches 

Face plate 

Coolant system 

Levelling pads  

Working Light  

Tool box  

Rapid traverse 

Live Center 

mailto:sales@completemachinetools.com.au
http://www.completemachinetools.com.au/


I N F O R M A T I O N  S H E E T  P U M A  L A T H E  L 5 1 0 / L 5 6 0  1 5 0 0 / 2 0 0 0  P g  | 2 

 

  

 

SPECIFICATIONS: 

Swing over bed  510 mm 560 mm 

Swing in gap  300 mm 350 mm 

Length of gap 200 mm 

Spindle bore  80 mm 105 mm 

Spindle nose  D1-8 

Taper of spindle bore No. 7 Morse 

Range of spindle speed 12 steps 25-1600r/min 

Max. travel of top slide 130mm 

Max. travel of cross slide 326 mm 

Max section of tool 25 x 25mm 

Pitch thread of leadscrew 6 mm or 4 TPI 

Longitudinal feed range 
35 kinds;       0.059-1.646 mm/rev  

(0.0022” – 0.0612” /rev) 

Cross feed range 
35 kinds;       0.020-0.573 mm  

(0.00048” – 0.01354”) 

Metric threads range 47 kinds;       0.2 – 14mm 

Inch threads range 60 kinds;       2 – 112 TPI 

Diametrical pitches range 50 kinds;       4 – 112 DP 

Module pitches range 34 kinds;       0.1 – 7MP 

Dia. of tailstock sleeve 75mm 

Travel of tailstock sleeve 180mm 

Taper of tailstock sleeve No.5 Morse 

Power of main motor 7.5Kw (10HP) 3 PH 

Power of coolant pump 0.1 Kw (1/8HP) 3 PH 

Dimensions 2900 x 1120 x 1430mm 340 x 1120 x 1430mm 

Weight 2335KG 2720KG 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

For more information or to obtain a quotation please contact 

Complete Machine Tools on +61 7 3279 3344 or by email 

sales@completemachinetools.com.au 
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