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NEW PUMA LATHE

Please be aware that all pictures used in this quote are examples for your own convenience, effective configurations may vary.

OVERVIEW
1. With standard 3-jaw chuck.

2. 400mm 4-jaw chuck.

3. Face place.

4. Steady rest.

5. Following rest.

6. Oil gun.

7. Thread chasing dial.

8. Operation manual.

9. One set of wrenches.

10. 2 dead centers.

11. Sleeve.

12. Foot brake.

13. Coolant pump.

14. Halogen lamp.

15. Splash guard.

16. One piece iron casting stand.

17. Micro carriage stop.

18. Direct mount camlock.

19. Chuck cover.

20. Lead screw cover.

21. Tool post cover.

22. Live centre.

23. Taper turning attachment.

24. Italian QCTP with 4pcs tool holders.

25. SINO 2 axis Dro..

26. Rapid traverse on carriage in 4 directions.

27. 103mm spindle bore.
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MODEL:MODEL: C6266 X 3000 MMC6266 X 3000 MM



Swing over bed 660 mm

Swing over cross slide 455 mm

Centre distance 3000 mm

Swing over gap 885 mm

Length of gap 200 mm

Bed width 350 mm

Spindle nose D 1-8

Spindle bore 103 mm

Spindle bore taper No.7 morse

Spindle speed 12 steps

Spindle speed range 25 - 1600 r/min

Metric thread range 47 kinds, 0.2 - 14 mm

Imperial thread range 60 kinds, 2 - 112 TPI

Longitudinal feed range 35 kinds, 0.059 - 1.646 mm/rev

Cross feed range 35 kinds, 0.020 - 0.573 mm/rev

Tailstock sleeve diameter 75 mm

Tailstock sleeve taper No. 5 morse

Tailstock sleeve travel 180 mm

Compound rest travel 130 mm

Cross slide travel 355 mm

Machine weight 3200 kg

Machine dimensions 4350 x 1150 x 1510 mm

SPECIFICATIONS
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123 BLUESTONE CIRCTUIT, SEVENTEEN MILE ROCKS QLD 4073

07 3279 3344

LEADS@COMPLETEMACHINETOOLS.COM.AU
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