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NEW PUMA LATHE

Please be aware that all pictures used in this quote are examples for your own convenience, effective configurations may vary.

OVERVIEW
1. 1000 mm 4 jaw chuck.

2. 50-220 follow rest.

3. 50-475 mm steady rest.

4. 285-635 mm steady rest.

5. Centre and centre sleeve.

6. Coolant.

7. Lighting.

8. Operation manuals.

9. Basic manual setting tool kit.

10. One piece solid cast iron bed.

11. Hardened and ground slide ways.

12. Hydraulic forward / reverse of spindle.

13. Compound slide feeding system.

14. Force fed lubrication system for the headstock.

15. 4 direction rapid traverse feeding.

16. Heavy duty structure.
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MODEL:MODEL: CW61125B X 6000 MMCW61125B X 6000 MM



Swing over bed 1250 mm

Swing over carriage 865 mm

Max. length of workpiece 6000 mm

Max. weight of workpiece 6000 kg

Max. turning length 5800 mm

Pan of guideway 755 mm

Spindle nose A2-15 (8 x M22)

Spindle bore 130 mm

Spindle bore taper 1:20/140

No. of spindle speed 21; 12

Spindle speed range 3.15~315 r/min; 3.5~291 r/min

No. of longitudinal and cross 56/56

Feed per revolution 0.1~12 mm; 0.05~6 mm; 0.025~3 mm

Metric thread range 44; 1~120 mm

Inch thread range 31; 28~1/4

Module thread range 45; 0.5~60 mm

No. and range of diameter thread 38; 1/2~56 DP

Distance of spindle and tool plane 48 mm

Tool post swing range +/-90º

Tailstock sleeve diameter 160mm (6”) / 300mm (12”)

Tailstock sleeve taper Morse 6

Section of tool shank 45 mm

Cross slide travel 580 (22")

Max. travel of top slide 300 mm

Main motor 22 kw

Machine dimensions 9100 x 2150 x 1825 mm

SPECIFICATIONS
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123 BLUESTONE CIRCTUIT, SEVENTEEN MILE ROCKS QLD 4073

07 3279 3344

LEADS@COMPLETEMACHINETOOLS.COM.AU
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